SUPPLY PIPING

REDUCED PRESSURE PRINCIPLE
BACK PRESSURE BACKFLOW

LESS THAN 1 INCH.
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VALVE 12" MINIMUM \AIR GAP REQUIRED BETWEEN RELIEF PORT
FROM FLOOR AND AR GAP AND THE DISCHARGE PIPING. AIR GAP
TEST COCKS MUST BE 2 TIMES PIPE DIAMETER & NOT
ACCESSIBLE

NOTES:
1. BACKFLOW ASSEMBLY MUST BE PROTECTED FROM POTENTIAL FREEZING CONDITIONS.
2. INSULATED ENCLOSURES MUST MEET ASSE STANDARDS (ASSE 1060).

3. REDUCED PRESSURE PRINCIPLE ASSEMBLIES REQUIRE A FLOOR DRAIN THAT IS CAPABLE OF CONSUMING
THE MAXIMUM DISCHARGE CAPACITY OF THE ASSEMBLY.

. BACKFLOW ASSEMBLIES SHALL BE INSTALLED ON THE OWNERS SIDE OF AND IMMEDIATELY ADJACENT
TO THE WATER METER.

. BACKFLOW PREVENTION ASSEMBLIES SHALL BE INSTALLED AND TESTED ONLY BY PLUMBERS REGISTERED WITH
THE UTILITIES CROSS—CONNECTION CONTROL TECHNICIAN.

CHARLES COUNTY GOVERNMENT STANDARD DETAIL REVISIONS:

DEPARTMENT OF PLA MANAGEMENT

INTERIOR ASSE 1013
REDUCED PRESSURE
PRINCIPLE VALVE
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